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Abstract

This paper examines sound transmission into two
concentric cylindrical sandwich shells subject to
turbulent flow on the exterior surface of the outer shell.
The interior of the shellsisfilled with fluid medium and
there is an airgap between the shells in the annular
space. The description of the pressure field is based on
the cross-spectral density formulation of Corcos,
Maestrello, and Efimtsov models of the turbulent
boundary layer. The classical thin shell theory and the
first-order shear deformation theory are applied for the
inner and outer shells, respectively. Moda expansion
and the Galerkin approach are used to obtain closed-form
solutions for the shell displacements and the radiation
and transmission pressures in the cavities including
both the annular space and the interior. The average
spectral density of the structural responses and the
transmitted interior pressures are expressed explicitly in
terms of the summation of the cross-spectral density of
generdlized force induced by the boundary layer
turbulence. The effects of acoustic and hydrodynamic
coincidences on the spectral density are observed.
Numerica examples are presented to illustrate the
method for both subsonic and supersonic flows.

1. Introduction

Sound transmission into the interior of aerospace
vehicles such as subsonic and supersonic aircraft and
launch vehicles has received significant attention
recently since the noise levels in these vehicles excesd
acceptable criteria.  Past work has well defined the
dominant noise transmission mechanisms for harmonic
sources exciting this type of structure. However, much
work remains to understand the dominant mechanism
under boundary layer excitation. Therefore, there is a
need for a better understanding of the interaction
between temporaly & spatialy random fluctuating
pressure fields and elastic structures. A number of
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authors have published analyses of both the vibration
response of elastic plate structures and the subsequent
radiated sound pressure level induced by the turbulent
boundary layer (TBL) pressure fluctuations [3, 5, 6, 8,
9, 16]. Only afew papers have aimed at predicting the
response and consequent noise radiation of isotropic
shell structures subject to the turbulent flow due to the
boundary layer [1, 7, 10, 12]. The authors have studied
sound transmission into cylindrical shells from an
oblique incident plane sound wave for both single ad
two concentric cylindrical sandwich shells [13, 14].
Results have reveded that sandwich structures with
honeycomb cores can offer an advantage for noise
reduction over isotropic structuresin the high frequency
range and the double sandwich structures can produce an
appreciable increase of transmission loss over single
sandwich structures.

The objective of this paper is to deveop an
analytical model for sound transmission into two
concentric cylindrical sandwich shells due to the TBL
pressure fluctuations. The dynamic model for the
problem under consideration is as follows. (1) the
fluctuating pressures due to the TBL in the externd
flow adjacent to the surface of the outer shell cause the
shell to vibrate; (2) these vibrations induce pressure
fluctuations including radiation and transmission
pressures in the annular space; (3) the transmitted
pressures then excite the inner shell to vibrate; and (4)
these vibrations generate noise in the interior cavity
inside the shells. Based on this analysis, we require
descriptions of the five fields: (1) the external pressure
field acting on the shell wall induced by the TBL; (2)
the vibration of the outer shell; (3) the annual cavity
(airgap) pressure field; (4) the vibration of the inner
shell; and (5) the interior cavity pressure field. The
outer shell vibrations are assumed not to affect the TBL
pressure field in the external flow and the radiation field
from the outer shell is neglected.

2. Pressure Fluctuation from the TBL
A schematic of the system configuration is shown

in Fig. 1, i.e, two concentric finite cylindrica shells
with length L and radii R, and R,. The outer shell is



excited by the pressure fluctuations of TBL on its
exterior surface. Assume that the boundary layer is
fully turbulent and the pressure field over the outer
surface may be characterized as temporally stationary
with spatially homogeneous statistics. Therefore, the
pressure fiddd may be expressed by a cross-correlation
function that is decaying with spatial and time
separation and is convected with the flow. The
empirical models [2, 4, 9] for the TBL (Eg. (1)) show
that the correlation function is dependent on the
streamwise separation, & =x,[x, and the crossflow
separation, n = R,(6,006,), where x and 6 denote the
cylindrical coordinates along the longitudina axd
circumferential directions, respectively. The Fourier
transformation in time gives the spatial-frequency cross-
spectral density (CSD) as S,

S(E N w) = O(w) A(g,w) B(n,w) e @

wherei = M1, wisthe frequency, U, is the convective
velocity of the flow, and @ is the power spectrum.
Quantities A and B are the spatia correlation functions
corresponding to x and 6 and are suggested to take the
exponential decaying forms,

A = exp[-alédll, B = exp[-Binl] @
A complete description of the S, requires the four
guantities, @, U, a, and B, to be specified. In the
following, we will define these quantities based on the
Corcos, Maestrello, and Efimtsov models .

2.1Corcos model

Corcos [2] suggested that in a convenient manner,
the functions A and B as well as the dependence of U,
on w were inferred from the experiments of Willmarth
& Wooldridge [15] as exponential forms. Therefore, the
exponential coefficients a and 3 take the following
forms

a = awlUe, B = B°wU; €)

where a “and BC are constant parameters determined by
the experimental results. The typica range of the
valuesis a€=0.11t0 0.12 and 8 = 0.7 to 1.2 for a
smooth rigid wall. Here, we assume a©=0.1and BC =
0.77.

2.2Maestrello model

Only one of Maestrello's models is considered here
in which the flow is assumed semi-frozen and it decays
in space and time at a constant velocity U, [9]. After
performing acomprehensive set of experimental results
of wind tunnel testing, he defined an ensemble average
of the cross correlation for the pressure fluctuation due
to the TBL in which the effect of the Reynolds number
and the boundary layer thickness was included. The
Fourier transformation in time of the cross correlation
of the pressure evaluates,

Su(&, N, w) = <p>> (AUe) e BV gLV I

N " 4
@) AMexp[K' wdU]
=1

where J is the boundary layer thickness and U, is the
free stream velocity of the flow; a™ = 50/CRg and
= 0.26, and CiRp is the equivaent incompressible
Reynolds number; parameters A and KM ae
determined by the experiments and the values for A to
AM ae 4441072, 75102, .3*10"2, 2.5+10™2
and for K} to K4 are 578102, 2.43<10L, 1.12,
11.57; the mean square value of the pressure fluctuation
<p?> isrelated to the square of thewall shear stress 2
by a proportional value, i.e, <p?> = 127§ given by
Maestrello and <p?> = 4.872 given by Willmarth and
Wooldridge [15]. Equation (4) implies that the power
spectrum @is

d(w) = <p>> (JUo) )i AVexpKwdu] (5
j=1

and the exponentia coefficients a and S are
a = U@y, B=1pB"Y ©)
2.3 Efimtsov model

The reliability of the probability characteristics of
wall pressure fluctuations of the TBL is largely
determined by the quantity of reliable statistical data in
the require ranges of Mach numbers, Reynolds numbers,
and Strouhal numbers. However, under laboratory
condition, it isimpossible to cover the all these factors.
Therefore, Efimtsov has performed a series of flight
tests in the range of Mach numbers 0.41[2.1 ad
measured the power spectra, spatial correlation, ad
convective velocity of the pressure fluctuations on the
surface of an arcraft. He proposed the following
formulafor a and Bin Eqg. (2) asfollowing [4]

a=1af, p=1ug" @)
where the expressions for a € and S are
01/2
af = 5 |(@D)f, o } (8a)
Udur ] Sh? + (azfas)?

5[6“2‘Shz+ 2 rﬂz, M<0.75
| [Ué? sh*+(as/ae)’

i (8b)
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2
\ 5{a§5h+a? , M>0.95

U/u?
where M is the free-stream Mach number. The average
values of the empirical constants aj to a7 are 0.1, 72.8,
1.54, 0.77, 548, 13.5, 5.66. It can be shown that at
high frequencies, these expressions correspond to a
Corcos model with a€=0.1and g€ = 0.7.




The convected velocity U, generally speaking,
depends on frequency and spatial separations of the
observation points, but the effect of the separation is
neglected in this study. Two cases for U, ae
considered. Thefirst oneisthat U, is related to the free
stream velocity U, by a factor of proportionality and
the factor decreases dlightly with frequency varying from
0.6 to 0.8 [12]. It is approximated here by a vaue
0.65. The second one is using an empirical function
for the Ug suggested by Efimtsov [4]

Ue = uras Sh"*{[1+(ash)* 1+ I} (9

where parameters ag to a;p are 9.55, 6.38* 107,
3.9810" and Sh = wduy. The friction velocity ug is
related to the U, and skin-friction coefficient cf, uy = U,
Cke/2.

3. Governing equations

As shown in Fig. 1, the two concentric shells ae
surrounded by fluid media and there isan airgap between
them. The pressure fluctuations from the TBL excite
the exterior surface of the outer shell. The mass density
and sound speed for the external, annular, and interna
fluid media are denoted by {po, Co}, {01, €1}, and {ps,

Co}, respectively. Each of the sandwich shells may be

specified as ahoneycomb core with face sheets that can
be isotropic, orthotropic, or laminated fiber-reinforced
composite materials. Theinner shell is athin shell so
that the classical thin shell theory is used. However,
the outer shell isathick shell, therefore the effect of the
shear deformation and rotation can not be neglected
especialy at high frequencies[13]. The first-order shear
deformation shell theory is applied for vibration of the
outer shell. The shell motion due to the turbulence is
assumed sufficiently small so that linear theory may be
employed and the pressure fields are also assumed to be
linear. To develop solutions, we assume that the
radiation pressure does not affect the TBL pressure
loading of the external flow. Based on the above
descriptions, we can write the governing equations as
follows including the vibration equations for the outer
and inner shells and the acoustic wave equations for the
annular and internal fluids.

The governing equations for an infinite cylindrical
shell in terms of displacement components in the
middle surface along the radial, axial and circumferential
directions have been shown in the paper [13]. These
equations can still be used here since no boundary
conditions were introduced. The displacement
components aong the axia and circumferentia
directions are solved for in terms of the displacement
components in the radia direction. Taking tempora
Fourier transformation, the governing equations become

Li(w)wi] = p10po, Lo(w)wz] = p2Cp; (10

wherew; and w, are the radial displacements and L1 ad
Lo ae frequency dependent differentiad operators
corresponding to the outer and inner shells, respectively
and p,, p;, and p, ae the acoustic pressures
corresponding to the external, annular, and internal fluid
fields, respectively.

The total fluctuating pressure in the external fluid
po is composed of the random fluctuating pressure p
induced by the TBL and the radiation pressure p', i.e., p
Po=p+p'. Theradiation pressureterm p'is neglected in
this analysis. Therefore, p, p. With this assumption,
only the linear acoustic wave equations for the annular
and internal fluid need to be considered. The Fourier
transformations of the wave equations give Helmholz
equations

0%p2 + képz = 0 (11)

where k? = w?/ct, k%= w?cs, P=e(reler) +
(¢%¢ BIr2 + ¢ 2/ %, and{r, 6, x} represent cylindrical
coordinates along the radial, circumferential, ad
longitudinal directions, respectively.

The flexible boundary conditions applied at the
inner surface of the outer shell and the outer surface of
the inner shell relate the pressure p; to the shell
displacements w1 and the inner wall displacement wo

ET = pfwzwl, ﬂ* = p§w2W2 (12)
‘ r r =R ‘ r r=Ro

where pf and p3 are the mass densities of the outer axd
inner shells, respectively. At the interior surface of the
inner wall

0%p1 + kfp1 = O,

$P2 _ pf&)sz, ar=R (13)
or
applies.
It is assumed that the shells are simply-supported at
both ends and therefore the boundary conditions are

2 2
_ _® Wi_ ¢ "Wo_ _
Wi=wr=-—"-==_"“=0, aax=0, L (14)
o o¥
The gradients of the pressures p1 and po are zero at both
ends

m:‘_pzzo,atxzolL (15)
*X +X

in which an assumption is made that the end plates ae
acoustically hard.

4. Closed-form Solution

In order to obtain the solutions, the technique usd
here is the moda expansion analysis and Gaerkin
approach. From boundary conditions, Eq. (14), we
assume that the displacement components w1 and wo



can be expanded in terms of the orthogona base
functions X,

wp = )\ W1imn an(X, 0) (168)
m=1,n=0
00
W2= N Wam Xan(X,6) (16b)

m=1,n=0
where wimn and wom, are unknown modal coefficients
ad

Xmn = sin(mrx/L) cos(n6) a7
As will be shown later, the exclusion of the sin(nf)
functions from the basis functions X,,, does not limit
the generality of the solution. Then we can expand the
pressure fluctuations of the TBL p as

p= A

m=1,n=0

Pmn an(X,G) (18)
where the generalized forces p,,, are defined by

L (2m
P = £n/(nL)><[JO L p(x,8,0)Xm(x,6)dxdB]  (19)
inwhich g, are the Neumann factors, ¢, =1forn=0

and g, = 2 otherwise.
Similarly, the annular acoustic pressure p, which
satisfies EQ. (11) can be expanded as

pL= A

m=1,n=0
where J, and Yy, are the first and second kinds of Bessal
functions of order n, ofm = ki O(m7/L)?, and pyy, ad
P1om &€ underdetermined modal coefficients. In order to
obtain a convergent solution a r = 0O, the interior
acoustic pressure p, which is the solution of Eq. (11)
can be expanded as

00

P2 = A

m=1n=0

[ pllann(U 1mr) + permYn( O: 1mr)] Xmn (20)

P2mn In(T2m 1) Xmn(X,6) (21)

Similarly, 0%, =k; O(mmr/LY and p,, ae yet-
underdetermined modal coefficients.

Inspection of Egs. (20) and (21) reveds that the
pressures p, and p, do not satisfy the boundary
conditions, EqQ. (15). To meet this need, we expand the
orthogonal functions Xy,

& m[ 100

X = A vk @)
0j

ji=0jzm T m

where Y, are orthogona base functions of p, and p,
which satisfy the boundary condition Egs. (15)

Yin = cos(j /L) cos(nb) (23)

The unknown moda coefficients Wymn, Wimn,
Pimns Pizmns @d p,mn can be obtained by solving the
coupled equations, Egs. (10), (12), and (13),
simultaneously. The closed form expressions for these
quantities are given as follows,

{W1mn, Womn, P11mn, P12mn, P2mn} =
{Wlmn. W2mn, P1imn, P12mn, p2rm} Pmn

where
Wimn = O[Ji2aY114Z55 W11dY12dZ52 1(wd)  (258)

(24)

Womn = [0 Ji2dY120Z15/(wd) (250)
Piimn = (i P10l O1m)Y124Z33 1A (250)
Pizmn = i prod O1m)Ji2dZ3y 1A (25d)
Pomn = [0 J12qY120Z3 50200 (O1mI2204) (25€)
in which

J11 = Jn (OmR1),  J11d = In (O1mRY) (268)
J12 = In (01mR2),  J12a = In (O1mR2) (26b)
J22 = In (02mR2),  J220 = In (O2mR2) (260)
Yi1 = Ya(01mR1),  Yi1d = Ya(OmR1) (26d)
Y12 = Ya(01mR2),  Yi2d = Yn(0mR2) (26¢)
ad

Z# = 7z O(iwpd/o1m) (J11/311d) (27a)
z¥ = z31 0(iwp/O1m) (Yia/Y11d) (27b)
713 = (iwpr/o1m) (J11/I112d O Y11/ Y11d) (270)

Z5'=73,00 6] p2J22l (Oamdzzd) + P1d12/ (Oamdizd)]  (27d)
Z5 =750 ] 2322/ (02mI22d)+ P1Y 12/ (O1mY124)] (27€)

A = Ji2aY114Z01 253 W12dY114Z D125 (27f)

and 71 and Z5, are the modal impedances of the outer
and inner shells, respectively.

5. Cross-spectral Density

It is necessary to evaluate the modal-spectrd
density Sy, Of the generalized TBL forcing function
before we discuss the cross-spectral density (CSD) of
the structural response and transmission sound pressure.
The Sy, embodies the correlation function describing
the boundary-layer pressures and is defined in terms of
the normalized-pressure CSD,

S = [sn/(nL)]z[Odel ':de[jﬂdel[jﬂdezsp[an,w]
sin[mrxy/L] sinfmrxz/L] cos[nBi] cos[né.]

Substitute Egs. (1) and (2) into above equation, then
utilize the periodic properties of the integral along

(28)



circumferential direction 6 yielding a closed form for
thisintegral,

S = Re|40(w) & lemlon (LR)™ (@A™ (29)
where Re|.| isthe real part of the argument,
lem = { TH{m7d(ar L)) +2[10(0L) "6 L)

30
(mm(a'L) By x{ 1+{mr(aL)]3} oo

lon = [1O(M)"ePR x { 1+ [n /(BRI (30b)
where a'= a +i w/U; and a and 3 are determined by
Egs. (3), (6), and (7). The product of I, and I, gives
the joint acceptance of the pressure field and the mode
concerned which was introduced in the paper [11]. It
can be shown from Eq. (304) that under the condition of
the hydrodynamic coincidence, w = U.mrrL, the
denominator becomes very small which results in a
large value for the modal-spectra density function,
Somn- When o = 0.11w/U.and B = 0.6a/U,, equation
(29) is reduced to the results derived by Rattayya ad
Junger [12].

Structural vibratory response is of interest because
of its direct application to the anaysis of stress ad
fatigue life of structures. Also an increasing concern for
interior noise generated by exterior flows in modern
high-speed transport systems, both on the ground and in
the air, requires a thorough understanding of the
mechanics of this structural acoustics problem. In the
following we will discuss the normdized average
spectral density (NASD) of the structural response and
the transmitted interior pressure. Based on the anaysis

[12], the modal spectra density of the shell
displacements and the transmitted interior sound
pressure are defined as follows

Susrn = (@) Warml” Somy (319
Stz = D() Warml” Soy (31b)
Soam = (@) [Pzl Soy (310)

This equation implies that the mean response is not a
function of circumferentia position, and therefore
independent of the coordinate 6 sdlected. This is
consistent with the selection of only the cos(n6) basis
functions in X,,, in Eqg. (17), where it is assumed the
orthogonal set of sin(ng) functions would yield identical
results.

The average spectra density of the shell
displacements w, and w, and the sound pressure p, in
the interior over the shell area is independent of the
location observed and boundary conditions at the both
ends. Therefore, the fina formsfor the average spectra
density are given asfollowing

[oe]

{ Swi,Sw2, S} = A

m=1,n=0

{ SNlmmSNmeSJZmn} /2 (32)

In order to predict the sound transmission characteristics
of the system, we consider the NASD which is defined

by
{§N1: §N2’ §Dz} = { Swi, Swar Soo}/ P(w) (33)

6. Results and Discussion

In the numerical analysis, the material properties
and geometry for the shells are the same as those in
paper [14] but with afinite length L = 30m: The outer
shell consists of titanium face sheets and titanium
honeycomb core and the inner shell consists of four
layer laminated cross-ply graphite/epoxy face sheets ad
aluminum honeycomb core. The fiber orientation for
the inner shell is {90° 0F, 90° 0% honeycomb core,
0° 90° 0Ff 90°% with axial direction measured from
the exterior surface of the inner shell. The radius ad
wall thickness are R, = 1.88m and h; = 5.079cm for the
outer shell and R, = 1.84m and h; = 0.635cm for the
inner shell. The face sheets are made from the same
material and with the same thickness for each shell.
The thickness ratio of the core and the total for each
shell is 0.84. The material properties of the face sheet
and thecorearegivenin Table. 1 and 2. The structura
loss factor is 0.01. Because there is no experimental
dataabout TBL pressure for the consdered problem, the
dataused here are taken from Maestrello's paper [9] for
the free stream velocity U, the thickness ad
displacement of the boundary layer d and &%, the friction
coefficient ¢, and the equivaent incompressible

Reynolds number CiRg. Two representative cases ae
considered: one is subsonic with Mach number M =
0.67 at sealevel (p,= 1.2243kg/m3, ¢, = 340.445m/s)
and another is supersonic with Mach number M = 1.42
at cruising flight atitude with the internal pressure set
to that at 10,000ft (p, = 0.9041kg/m3, c, =
328.558m/s). The mass density and sound speed for the
annular fluid medium are the same as those for the
internal fluid medium. In the numerical analysis, the
interior pressure considered poisat r = Ro.

Figure 2 shows the coefficients a and 3 defined in
Egs. (3), (6), and (7) versus frequency for M = 0.67 ad
M = 142 among Corcos, Maestrello, and Efimtsov
models. Both a and 3 increase linearly with frequency
in the Corcos model while they are constants in
Maestrello's model. It can be seen that as the frequency
approaches infinity, a and 8 in the Efimtsov modd
will tend towards those in Corcos model.

Figure 3 shows the NASD of the shell
displacements w; and w, and the interior pressure po

defined in Eq. (33) for M = 0.67. There are three
phenomena which lead to the peak values in the NASD
so that sound can be transmitted efficiently at these
frequencies. The first one is the resonance frequencies
of the coupled system at which the peaks in the NASD



are present among all figures. The second one is the
acoustic coincidence frequencies (near 4000Hz ad
8500Hz) at which the bending wave speed of the inner
shell associated with an infinite plate with the same
material and thickness equals the acoustic wave speed of
thefluid. Sharp peaksin the NASD of w, and p, ae
seen at the acoustic coincidences, as shown in Fig. 3(b)
and 3(c). Thelast one is the hydrodynamic coincidence
frequencies at which the bending wave speed of the inner
shell equals the convected velocity of the flow. These
results demonstrate that the response of the outer shell
is afected dlightly by the resonance modes ad
hydrodynamic coincidences. However, beside the
influenced of the resonance modes and hydrodynamic
coincidences, the response of the inner shell is strongly
affected by the acoustic coincidences. The influence of
the resonance modes and the acoustic and hydrodynamic
coincidences on the NASD of p, is significant. Noise
can be transmitted very efficiently by the resonant
modes above the hydrodynamic and acoustic
coincidences, as shown in Fig. 3(c). Comparing three
curves in each of the figures shows that at low
frequency, Maestrello's and Efimtsov's models give
closeresults. However, at frequencies grester than 500
Hz, all the models tend to merge into one curve. The
consistency between the Corcos model and Efimtsov
model is not surprising due to the convergence of the
exponential coefficients a and 3 of the Efimtsov model
to those of the Corcos model at higher frequencies. Itis
surprising that Maestrello's model tends toward the
other models although the coefficients a and 3 ae
defined differently, asshown in Fig. 2. This illustrates
that the NASD is not sensitive to the selection of the
exponential coefficients especialy at higher frequencies
in this particular study. Since there are no significant
differences among the three models, we will present the
results based on the Corcos model in the following
examples.

Figure 4 shows the effect of the Mach number on
the NASD of w1y, wp, and p2 for M = 0.67 and 1.42.
The excitation and the acoustic properties of the fluids
are not the same for the two cases, and therefore the
characteristics of the coupled system are different. The
different characteristics will result in differences in the
resonances and the acoustic and hydrodynamic
coincidences. From these figures, one can see that the
hydrodynamic coincidences are not sensitive to this
change and the NASD of w;, increases with an increase
of the Mach number dlightly, as seen in Fig. 4a
However, the effect of the acoustic properties of the
fluids on the acoustic coincidences is obvious and leads
to the peaks being shifted. A significant effect of the
Mach number on the resonances at which the pesk
values of the NASD of p, are shifted can be observed.
The resultsillustrate that the effect of the Mach number
on the NASD of the structural response is not obvious
but is significant on the NASD of the interior pressure
level.

Figure 5 shows the effect of U on the NASD of
w,, W,, and p, for M = 0.67. The "formula" in the
figures refers to the empirical function for U, defined in
Eq. (9). Thesdlection of U, only leads to the difference
in the forcing fild so that the hydrodynamic
coincidences will be different for the two cases. These
results illustrate that there is a slight difference at low
frequencies in the prediction for both the shell
displacements and the interior pressure and the
Maestrello and Efimtsov models exhibit even less
sensitivity. Results also indicate that the hydrodynamic
coincidences are not sensitive to the choice of the
convected velocity of the flow for these particular
parameters.

Figures 6 and 7 show a comparison of the NASD
between the double shells and single shells for M =
1.42. In these figures, double refers to the system in
Fig. 1 and outer and inner refer to either a single outer
shell or a single inner shell excited by the boundary
turbulence, respectively. For structural response, the
double shell system does not offer significant
improvement over a single outer shell. The increased
response of the "inner" case is due to the reduced weight
implicit in the inner panel construction. However, for
the interior sound pressure level, the double shell
system provides at least 20dB reduction relative to the
single shell system. If the total mass of the inner shell
isadded to the system of the "outer”, the study of this
problem becomes to a comparison between two systems
which have the same weight. The authors have made an
investigation of this problem in a previous study [13].

7. Concluding Remarks

An analytical method is presented that predicts the
normalized average spectral density of the response ad
the interior noise level of two concentric cylindrica
sandwich shells excited by the TBL pressure
fluctuations. The simulation of the pressure field dueto
the TBL istaken from previously developed methods by
Corcos, Magestrello, and Efimtsov. Classical thin shell
theory and the first-order shear deformation theory are
applied to the vibration of the inner and outer shells,
respectively. A moda expansion technique ad
Galerkin approach are used to derive closed forms of the
shell displacements and the acoustic pressures.
Parametric studies are carried out for both subsonic ad
supersonic flows and for the choices of the convected
velocity. Results are discussed among these models and
comparisons are made between double and single shells.
The following conclusions can be drawn:

(1). The prediction of the normalized average
spectral density levels for the structural responses ad
the interior pressure converges at high frequency for the
three TBL models (Corcos, Maestrello, and Efimtsov)
examined.



(2). The normalized average spectral density of the
interior pressure is dffected not only by the
hydrodynamic and acoustic coincidences, but also
strongly by the resonances modes above the
hydrodynamic and acoustic coincidences at which noise
can be transmitted efficiently.

(3). The choice of the convective velocity of the
flow does not lead to a significant difference in overdl
structural response or the interior pressure.

(4). Thedoublewall system provides a significant
noise reduction in the interior space over single wall
systems although the structure is not noticeably reduced
compared to the single wall system.
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Table 1. Material properties of the face sheet

of the sandwich shells. T turbulent boundary layer ©

titanium
mass density:  pj (kg/ md) 4510
elastic modulus: E (GPa) 120.02
Poison's ratio: 0.361
graphite/epoxy layer
mass density: 5 (kg/ M) 1580
elastic modulus: E, (GPa) 181
elastic modulus: E;= E, (GPa) 10.3
shear modulus: Gg= Gz (GPa) 7.17
shear modulus: Gg (GPa) 2.87
Poison's ratio:  Liga 0.33 face sheet
ison’ io: = [bs core inner shell
Poison's ratio:  Lzq = Lig 0.28 face sheet
Table 2. Equivalent material properties of the @ airgap
honeycomb core. face sheet
core outer shell
titanium honeycomb core face shect —

mass density:  pf (kg/ m?) 520.77
elastic modulus: E, = E¢ (GPa) 0.277 cross section of the shells
elastic modulus: E; (GPa) 120.02
shear modulus: Gz =Gg; (GPa) 2.545
shear modulus: Gx (GPa) 0.069

Poison’s ratio: L 1 Figure 1. A schematic of the system configuration.
Poison's ratio: Lz = Us; 0.361
aluminum honeycomb core
mass density:  p3 (kg/ m°) 317.54
elastic modulus: E, = E¢ (GPa) 0.166
elastic modulus: E; (GPa) 72
shear modulus: Gy =Gg; (GPa) 1.599
shear modulus: G (GPa) 0.042
Poison's ratio: i 1
Poison's ratio: L = e 0.3
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Figure 2. The exponential coefficients a and f3:

(a) and (b) for M = 0.67;
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-100
g
— -200
2
2}
o
—
<4
— -300 + Corcos .
S Maestrello
--—--Efimtsov
-400
-100
1S4
o -200
2
<2}
o
—
<4
— -300 Corcos
=
--—--Efimtsov
-400 Lo L
(© -
=2 -0 AR I
]
o
N 3! ,
=3 -100 . -
i . 1 [l
g . ¥
- Corcos
Q 150 [ e Maestrello
- - —-- Eftimtsov
-200 Lol Ll L
10° 10° 10"
Frequency (Hz)
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interior pressure p for M = 0.67.



101log, [S,,,/®] 10log,[S,,,/P]

10 |0910[Sp2/¢]

-100

-150

-200

-250

-300

-150

-200

-250

-300

-50

-100

-150

-200

Figure 4.

&
— -200
2
2
o
-
8
—= -300 U by formula
O Cc
= I U =0.65U
Cc e
-400 Lo
(b)
&
™ -200
=
2
o
-l
8
— -300 U by formula
O [
T U =0.65U
c e 7
-400 Lorw
(©)
o) -50
v
o
n
=3 -100
-l
8
5 —UC by formula
= Bo- U =0.65U
[ e
2200 L.l Ll .
10° 10° 10*
Frequency (Hz) Frequency (Hz)
The effect of the Mach number on the Figure5. The effect of the choice of U; on the

normalized average spectral density of the

-100

normalized average spectral density of the
shell displacements w1 and wjp and the

interior pressure p2 for M = 0.67 for Corcos
model.

shell displacements w1 and w2 and the
interior pressure p2 for Corcos model.

10



-100

-200

10log,[S,,,/®]

-300

-100

-200

10log,[S,,,/®]

-300

-100

-200

10log,[S,,,/®]

-300

Figure 6.

L L

Lo

T T T T

L

Frequency (Hz)

Comparison of the normalized average
spectral density of the shell displacement w1

among the double shells, the single outer shell,

and the single inner shell for M = 1.42: (a).

Corcos; (b). Maestrello; (c). Efimtsov.

11

Figure 7.

M| 1 .

10°

Frequency (Hz)

Ll

L

10

Comparison of the normalized average
spectral density of the interior pressure p2
among the double shells, the single outer shell,
and the single inner shell for M = 1.42: (a)
Corcos; (b) Maestrello; (c) Efimtsov.



